AN INSTANT CONNECTION: SENNHEISER LAUNCHES XS WIRELESS DIGITAL

Wedemark/Anaheim, January 24, 2019 - Sennheiser’s brand-new XS Wireless Digital series
will provide musicians and videographers with an easy entry into wireless audio. XSW-D
replaces the cable with sleek, compact transmitters and receivers that work on 2.4 GHz
for worldwide, license-free operation. Versatile and easy to use, the series provides
wireless solutions for almost every conceivable configuration and application.
Transmitters and receivers can be freely combined so users can opt for a wireless link that
will protect their existing microphone investments, or select one of the fully-equipped

wireless microphone sets.

“With XS Wireless Digital we are adding exciting entry-level digital wireless microphones to
our portfolio,” said Tobias von Allworden, senior product manager with Sennheiser. “The series
is ideal for first-time wireless users - be it a guitarist who wants to move on stage freely, or a

content creator who wants to take his or her video projects to the next level with wireless

audio.”

XSW-D provides wireless freedom for
musicians and videographers

Entry-level but well equipped

XSW-D employs digital transmission in the 2.4 GHz range and uses the acclaimed aptX® Live
codec. The receivers have antenna diversity; the transmitters work redundantly, transmitting
all data packages twice to ensure reliable transmission. In case of interference, the transmitter
and receiver will seamlessly hop to a free frequency. The audio latency remains below 4 ms.
Up to five systems can be used simultaneously and they have a range of up to 75 m (250 ft).
The transmitter and receiver units can be conveniently recharged via USB using the included

charging cable and work for up to five hours on a single charge.
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Straightforward operation
Operation has been made as easy as possible via a single button: Pressing the buttons on both
the transmitter and the receiver will power up and automatically link the units, clicking either

button on the receiver or transmitter will mute the audio signal and pressing and holding both

buttons again will power the system down.

XSW-D offers simple one-touch operation -
and is ready for use right out of the box.

The transmitter is connected to a handheld mic, a lavalier mic or an instrument, while the
receiver can be directly connected to a mixing desk, a guitar or bass amp or the mic input of a

video camera respectively.

The XSW-D instrument transmitter plugs directly into
your guitar or bass. Alternatively, the transmitter can
be worn on the belt or pocket using the supplied
instrument cable and belt clip

Performing and presenting

Presenters, vocalists and instrumentalists can choose between a Vocal Set with an XS 1
dynamic cardioid microphone, a Lavalier Set with an ME 2-1l clip-on microphone, and an
Instrument Base Set for instruments with a 6.3 mm (1/4”) output. Also available is an XLR Base
Set for use with existing dynamic microphones, and a Presentation Base Set for use with an

existing clip-on microphone that has a 3.5 mm (1/8”) mini-jack connector. From Summer 2019,
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the series will be expanded with a Pedalboard Set for guitar and bass players. All transmitters

and receivers are also available separately.

i

Videography and content creation

The Vocal Set of the series contains everything
needed to get started immediately:

XS 1 dynamic cardioid microphone, mic clip,
transmitter, receiver and USB-A to USB-C charging
cable

XSW-D reliably records audio directly into a video camera via the mic input. The receiver
attaches to the camera via the XSW-D cold-shoe mount and a 3.5 mm (1/8”) coiled cable, while
the transmitter simply connects to a handheld or lavalier microphone depending on the use

case and preference.

XSW-D makes video projects easier and is license-free
for worldwide use

Videographers and content creators can choose between a Portable Lavalier Set complete
with an ME 2-1l clip-on microphone, a Portable Interview Set for use with an existing dynamic
microphone, a Portable Base Set for use with an existing lavalier microphone, and the Portable
ENG Set, which contains transmitters for a lavalier microphone (ME 2-Il included) and an

existing handheld dynamic microphone.
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The XSW-D Portable
Interview Set allows

i

videographers to use an = '
existing handheld dynamic
microphone or choose from (o] [¢]
Sennheiser’s wide range of
wired dynamic
microphones

ral W4

All systems, except for the XSW-D Pedalboard Set, are available from the start of NAMM.

Visit Sennheiser and Neumann at NAMM, Anaheim Convention Center North, Level 1,

Booth No. 14108.

About Sennheiser

Shaping the future of audio and creating unique sound experiences for customers - this aim
unites Sennheiser employees and partners worldwide. Founded in 1945, Sennheiser is one of
the world’s leading manufacturers of headphones, microphones and wireless transmission
systems. With 21 sales subsidiaries and long-established trading partners, the company is
active in more than 50 countries and operates its own production facilities in Germany, Ireland,
Romania and the USA. Since 2013, Sennheiser has been managed by Daniel Sennheiser and
Dr. Andreas Sennheiser, the third generation of the family to run the company. In 2017, the
Sennheiser Group generated turnover totaling €667.7 million. www.sennheiser.com

Local press contact Global press contact
Jeff Touzeau Stephanie Schmidt
jeff@hummingbirdmedia.com stephanie.schmidt@sennheiser.com

+1(914) 602-2913 +49 (5130) 600 - 1275
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INFORMATION FOR EDITORS:

ALL SYSTEMS AND INDIVIDUAL COMPONENTS AT A GLANCE
MI: Music industry, i.e. systems for musicians and presenters

A4V: Audio for Video, i.e. systems for videographers and content creators

Ml sets with/for handheld microphones:
=  XSW-D Vocal Set: XS 1 dynamic cardioid microphone, mic transmitter (XLR-3F),
receiver (XLR-3M), mic clip, charging cable (USB-A to USB-C)
=  XSW-D XLR Base Set: transmitter for dynamic microphones (XLR-3F), receiver (XLR-
3M), charging cable (USB-A to USB-C)

Ml sets with/for lavalier microphones:
=  XSW-D Lavalier Set: ME 2-Il clip-on microphone, transmitter (3.5 mm [1/8”] mini-
jack), receiver (XLR-3M), belt clip, charging cable (USB-A to USB-C)
=  XSW-D Presentation Base Set: transmitter (3.5 mm [1/8”] mini-jack), receiver (XLR-
3M), belt clip, charging cable (USB-A to USB-C)

Ml sets for instruments:
=  XSW-D Instrument Base Set: instrument transmitter (6.3 mm [1/4”] jack), receiver
(XLR-M), belt clip, extension cable (6.3 mm [1/4”] jack), charging cable (USB-A to
USB-C)
= Upcoming in Summer 2019: The XSW-D Pedalboard Set will include an instrument
transmitter (6.3 mm [1/4”] jack), pedalboard receiver, belt clip, extension cable

(6.3 mm [1/4”] jack), charging cable (USB-A to USB-C) and receiver power supply

MI: individually available XSW-D components
=  XSW-D XLR FEMALE TX: Microphone transmitter for dynamic handheld microphones
(XLR-3F connector), includes charging cable
=  XSW-D MINI JACK TX: Microphone transmitter for clip-on or headset microphones
(3.5 mm [1/8] mini-jack socket), includes charging cable
=  XSW-D INSTRUMENT TX: Instrument transmitter (6.3 mm [1/4”] jack plug), includes
charging cable

=  XSW-D XLR MALE RX: Receiver (XLR-3M connector), includes charging cable



XSW-D INSTRUMENT RX: Instrument receiver (6.3 mm [1/4”] jack plug), includes
charging cable

XSW-D PEDALBOARD RX: Pedalboard receiver (6.3 mm [1/4”] jack and XLR-3M
connectors), receiver power supply (available from Summer 2019)

NT XSW-D PEDALBOARD: Power supply for pedalboard receiver

C163: 6.3 mm (1/4”) extension cable

XSW-D Beltpack clip: Transmitter belt clip

A4V: XSW-D Portable Lavalier Set

ME 2-1l clip-on microphone, transmitter and receiver (both with 3.5 mm [1/8”] mini-
jack), belt clip, cold-shoe mount, coiled cable (3.5 mm [1/8”] mini-jack), charging

cable (USB-A to USB-C)

A4V: XSW-D Portable Interview Set

Transmitter for dynamic handheld microphones (XLR-3F connector), receiver (3.5 mm
[1/8”] mini-jack), belt clip, cold-shoe mount, coiled cable (3.5 mm [1/8”] mini-jack) and
charging cable (USB-A to USB-C).

Please note that the microphone is not included in this set. This allows you to use an
existing dynamic microphone or choose from Sennheiser’s wide range of wired dynamic

microphones.

A4V: XSW-D Portable ENG Set

ME 2-1I clip-on microphone, two transmitter types (XLR-3F for dynamic handheld
microphones and 3.5 mm [1/8”] mini-jack for clip-on mics), receiver (3.5 mm [1/8”]
mini-jack connector), belt clip, cold-shoe mount, coiled cable (3.5 mm [1/8”] mini-
jack), charging cable (USB-A to USB-C).

The dynamic microphone is not included. Please choose your favorite model from the

ample Sennheiser portfolio.

A4V: XSW-D Portable Base Set

Transmitter and receiver (both with 3.5 mm [1/8”] mini-jacks), belt clip, cold-shoe
mount, coiled cable (3.5 mm [1/8”] mini-jack), charging cable (USB-A to USB-C).
For use with an existing lavalier mic or for choosing your favorite model from the

Sennheiser portfolio.
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A4V: individually available XSW-D components

= XSW-D XLR FEMALE TX: Microphone transmitter for dynamic handheld microphones
(XLR-3F connector), includes charging cable

=  XSW-D MINI JACK TX: Microphone transmitter for clip-on or headset microphones
(3.5 mm [1/8”] mini-jack socket), includes charging cable

=  XSW-D MINI JACK RX: Camera receiver (3.5 mm [1/8”] mini-jack socket), includes
charging cable

= XSW-D HOTSHOE MOUNT: Camera mount for the XSW-D camera receiver

= CL 35: Coiled cable (3.5 mm [1/8”] mini-jack) for connecting the receiver to the
camera

=  XSW-D Beltpack clip: Transmitter belt clip

XSW-D TECHNICAL DATA

Frequency range: 2,000 - 2,483.5 MHz
Transmission power (EIRP): max. 10 mW
Modulation: GFSK with TDMA

Codec: aptX® Live

Audio frequency response: XLR/3.5 mm [1/8”] jack: 80 - 18,000 Hz; 6.3 mm [1/4”] jack: 10 -
18,000 Hz

Audio ouput: max. 12 dBU

Signal-to-noise ratio: > 106 dB

THD: < 0.1 %

Audio latency: < 4 ms

Battery pack: Li-lon, 3.7 V nominal voltage, 850 mAh cell capacity
Operating time: upto5h

Charging time: typ. 3 h

Input voltage of USB-C charging interface: typ 5.0 V
Charging temperature: 0 °C - 60 °C (32 °F - 140 °F)
Dimensions:

XSW-D XLR FEMALE TX: approx. 102 x 24 28 mm
XSW-D MINI JACK TX: approx. 86 x 24 x 28 mm
XSW-D INSTRUMENT TX: approx. 122 x 24 x 28 mm
XSW-D XLR MALE RX: approx. 109 x 24 x 28 mm
XSW-D MINI JACK RX: approx. 86 x 24 x 28 mm
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XSW-D INSTRUMENT RX: approx. 122 x 24 x 28 mm
XSW-D PEDALBOARD RX: approx. 130 x 82 x 51 mm



