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Directional on-camera microphone with built-in wind 
protection and shock absorption for enhanced in-camera 
audio. Includes 3.5mm TRS and TRRS coiled cables for 
compatibility with DSLR and mirrorless cameras or mobile 
devices. 

ARTICLE INFORMATION

MKE 200 Art. no. 508897

FEATURES

• Directional microphone for isolated and enhanced 
in-camera audio

• Compact design with sleek and stylish finish
• Integrated wind protection and internal suspension 

mount to minimize handling noise
• Interchangeable 3.5mm (1/8“) TRS and TRRS 

connectivity for use with DSLR and mirrorless cameras 
or mobile devices

• Standard cold shoe mount for universal use
• Battery free operation 

DELIVERY INCLUDES

• MKE 200 on-camera microphone
• CL 35 TRS, locking TRS-TRS coiled cable
• CL 35 TRRS, locking TRS - TRRS coiled cable
• MZH 200 furry windshield
• Drawstring pouch
• Quick Guide
• Saftey Guide
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SPECIFICATIONS

Transducer principle pre-polarized condenser

Frequency response 40 – 20,000 Hz

Pick-up pattern super cardioid

Sensitivity at 1 kHz -33 dBV/Pa

Max SPL at 1 kHz 120 dB

Equivalent noise level 20 dB(A)

Plug-in power required 2 – 10 V

Color black

Connector 3.5 mm jack

Dimensions 69 x 60 x 39 mm

Weight 48 g


