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Mid-Size Conference Room

standard gigabit Ethernet

USB 2.0 or higher

HDMI 

signal line

output load

BYOD PC
Q-SYS Core 8 Flex

Q-SYS NS Series network switch

AcousticDesign™ Series loudspeakers

room PC

In-table Rack

Q-SYS touch screen

SPA Series amplifiers

Q-SYS NV-32-H

Sennheiser
Teamconnect

Ceiling 2 microphone

USB 2.0 or higher

HDMI 

signal line

output load

standard CAT-5/6

Q-SYS
PTZ-IP camera

Q-SYS NV 32-H

Q-SYS
PTZ-IP camera

Boardoom

BYOD PC
Q-SYS Core 8 Flex

Q-SYS NS Series network switch

AcousticDesign™ 
Series 
loudspeakers

room PC

Credenza Rack

Q-SYS touch screen

SPA Series amplifier

Q-SYS NV-32-H 
(decoder mode)

Sennheiser
TeamConnect

Ceiling 2 microphone

USB 2.0 or higher

HDMI 

signal line

output load

standard CAT-5/6

Q-SYS
PTZ-IP
camera

Q-SYS
PTZ-IP
camera

Q-SYS NV 32-H
(encoder mode)

Q-SYS
PTZ-IP camera



lectern rack

Q-SYS
NV-32-H

video
endpoint

Q-SYS NV-32-H
video endpoint

Q-SYS Core 110f processor

Q-SYS
PTZ-IP
camera

(presenter)

Sennheiser
TeamConnect
Ceiling 2
microphone

Q-SYS NS Series
or standard network switch

AcousticDesign™ Series
loudspeakers

rack PC

laptop

SPA Series amplifier

Q-SYS
touch screen
controller

Q-SYS
PTZ-IP
camera
(audience)

standard gigabit Ethernet

USB 2.0 or higher

HDMI 

signal line

output load

Sennheiser SpeechLine
Digital Wireless microphones

Sennheiser SpeechLine
Digital Wireless receivers

Quickly integrate the Sennheiser TeamConnect 
Ceiling 2 and SpeechLine Digital wireless 
microphone system into the Q-SYS Ecosystem 

with Q-SYS Control plugins, available for 

download through Q-SYS Designer Software

+

Training- / Classroom

standard gigabit Ethernet

USB 2.0 or higher

HDMI 

signal line

output load

http://qsc.com/qds


Sennheiser
TeamConnect

Ceiling 2
microphone

partition wall

Q-SYS touch screen controller

Sennheiser SpeechLine
Digital Wireless microphones

QSC AcousticDesign™Series
loudspeakers

Q-SYS
conference
camera

Q-SYS
conference

camera

SPA Series amplifier

Sennheiser SpeechLine
Digital Wireless receivers

PC

Q-SYS NV-32-H
video endpointQ-SYS Core 110f processor

Q-SYS NS Series
or standard network switch

equipment rack room A

room B

standard gigabit Ethernet

USB 2.0 or higher

HDMI 

signal line

output load+

Quickly integrate the Sennheiser 
TeamConnect Ceiling 2 and 

SpeechLine Digital wireless 
microphone system into the 

Q-SYS Ecosystem with Q-SYS 

Control plugins, available for 

download through 

Q-SYS Designer Software

Divisible Rooms

standard gigabit Ethernet

USB 2.0 or higher

HDMI 

signal line

output load

http://qsc.com/qds

