The MZH 3015 and MZH 3040 are sturdy and elegant metal goosenecks for use with the ME 34, ME 35 and ME 36 microphone capsules. The rugged, matte black goosenecks are fitted with a balanced, floating XLR-3 output, enabling the microphone to be powered from 12 – 48 V phantom power.

**TECHNICAL DATA**
- Connection: XLR 3
- Phantom Powering: P 12 - P48 V
- Coating: matte black
- Diameter: 6 mm (0.24”)
- Length: 150 mm (5.91”) / 400 mm (15.75”)
- Number of flexible elements: 1
- Weight (goosenecks): 73 g (23 oz.) / 120 g (38 oz.)
- Delivery includes: MZH 3015 / MZH 3040
MZH 3015 MZH 3040 Installed sound goosenecks

DIMENSIONS

MZH 3015

MZH 3040

CONNECTIVITY

PRODUCT VARIANTS

MZH 3015 NX - Nextel grey  Cat. No. 500809
MZH 3015 W - White  Cat. No. 504608
MZH 3040 NX - Nextel grey  Cat. No. 500810

RECOMMENDED ACCESSORIES

MZT 30, installation XLR3F connector          Cat.No. 005085
MZS 31, shockmount           Cat.No. 005087
MZTX 31 PTT, tablestand (with push-to-talk)            Cat.No. 500457
MZFS 80, floorstand            Cat.No. 500651

Contact your local Service Partner:

Sennheiser electronic GmbH & Co. KG
Am Labor 1, 30900 Wedemark, Germany
www.sennheiser.com